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13 | HANDWHEEL 1 | MALLEABLE IRON,/DUCTILE IRON/STEEL
12 | YOKE SLEEVE 1 | ASTM A 439 TYPE D—2/D—2C/COPPER ALLOY
11 | GLAND BUSH 1 | 13% CHROMIUM/S.S.—304/5.5.—316
10 | GLAND PACKING AS | GRAPHITE WITH INCONEL WIRE
9 | BONNET BUSH 1 | 13% CHROMIUM/S.S.—304/5.5.—316
8 | BONNET STUD Ao/ AST™M A 193 Gr.B7/B7M/B8M/A 320 Gr. L7
7 | BONNET STUD NUT | ASqo| ASTM A 194 Gr.2H /2HM/A 194 Gr. 8M/Gr. 4
s | Bonner , | ASTM A 216 Gr. WCB/WCC/ASTM A 352 Gr.LCB/LCC
ASTM A 351 Gr. CF8,/CF8M
5 | GASKET 1 | SOFT IRON RING/S.S.—316 RING
4 | SPINDLE 1 | 13% CHROMIUM/S.S.—304/5.5.—316
ASTM A 216 Gr. WCB/WCC+13% Cr. FACING/ASTM A 352
3 | bisc 1 | Gr.LCB/LCC+13% Cr. FACING/ASTM A 351 Gr. CF8/CF8M
13% Cr.,WCB,WCC,LCB,LCC, +STELLITE
orme | F [ S e o R
ASTM A 216 Gr. WCB/WCC/ASTM A 352 Gr.LCB/LCC
1 | BODY 1 | ASTM A 351 Gr. CF8/CFaM
SNo|  DESCRIPTION Q. MATERIAL
NOTES: —

VALVE SIZE 2" TO 4" HANDWHEEL OPERATED

ABOVE 4" GEAR OPERATED

SIZE NB
2" /50 292.1|50.8 |165.1|92.0 | 200 [127.0| 460 | 8 |19.1 |25.4
3"/80 | 355.6(76.2 [209.6[127.0( 250 |168.2| 556 | 8 |22.2]|31.8
4”/100 | 431.8|101.6|273.1/157.2| 350 [215.9/ 683 | 8 | 25.4|38.1
6"/150 | 558.8(152.4|355.6215.9| 450 |292.1/ 919 | 12 |28.5(47.8
8"/200 | 660.4/199.9/419.1|269.7| 500 [349.3[1078 | 12 |31.8 |55.6
10" /250 | 787.4|247.7|508.0[323.9| 600 [431.8[1274 | 16 [35.1 |63.5
12" /300 | 838.2|298.5/558.8|381.0| 680 [489.0[1492 | 20 | 35.1 |66.6

DESIGN FEATURES
MANUFACTURING STD. BS 1873 TEST PRESSURE PSig
FACE TO FACE AN.S.I. B 16.10 CLASS HYDROSTATIC | AR
ENDS FLANGE DIMENSIONS A.N.S.I. B 16.5 BODY SEAT | SEAT
INSPECTION APl 598 600 2175 1600 | 80

DESCRIPTION

CAST STEEL GLOBE VALVE CLASS 600
SIZE: — 2”7 TO 24"

DRN:
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